2X 2X 2X

(2] PLACES

ITEM NO. | PART NUMBER DESCRIPTION FINISH | WEIGHT (PER) | QTY.

] MP1081.01 PIPE MOUNT CHANNEL BRACKET 2-3/8" TO 3-1/2" | H.D.G. 6.57 1

2 GR500.008 1/2" x 8" THREADED ROD H.D.G. 0.45 4
3 GF04 1/2" FLAT WASHER H.D.G. 0.04 12
4 GLO4 1/2" LOCK WASHER H.D.G. 0.02 12
5 GNO4A 1/2" HEX NUT H.D.G. 0.06 12
6 GU43550 1/2"x 5" x 3-5/8"x 2-1/2" U-BOLT H.D.G. 0.77 2
/ GP3500.096 PLAIN END GALV PIPE, 3-1/2" O.D. x 126" (10-6") |H.D.G. 79.83 1

3.5" O.D. EXISTING PIPE

2X 2X 2X

(4) PLACES

UNLESS OTHERWISE SPECIFIED:

DIMENSIONS ARE IN INCHES
TOLERANCE * 1/16

DESCRIPTION:

3-1/2" O.D. x 126" CENTER CHANNEL PIPE MOUNT

SIZE

MATERIAL

FINISH

H.D.G.
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